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Incubators

Refrigerated incubator with forced convection

The most versatile incubator for microorganisms: The BINDER cooling incubator KB series controls a temperature range
of -5 °C to 100 °C. With its comprehensive program functions, it offers a wide range of capabilities and delivers
reproducible test results.

Advantages: 
Safe and reproducible incubation
Disinfection routine
Broad range of products and applications

Areas of application: 

Biotechnology Food / Beverage Microbiology Plant / Insect Growth
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Customer benefits
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Features Customer benefits Characteristics

APT.line™ Rapid and constant growth of
microorganisms
Reliable and reproducable
incubation results
Broad range of applications

APT.line™ for maximum precision 

Homogeneous temperature distribution even
under full load
Tenths of a degree accuracy, precise
temperature setting
Long-term stability
High standard according to DIN 12880
(27-point measurement)

Disinfection and
cleaning

Simple and fast cleaning
Maximum occupational safety

Disinfection routine at 100 °C 

High-quality inner chamber made of stainless
steel
Fully removable elements without bothersome
fixtures

Inner chamber
concept

More specimen storage with the
same chamber volume
Minimal operating costs

High energy efficiency 

Very tight door closure with 2-point door latch
Low heat dissipation due to 60 mm insulation
Inner glass door
Condensation-free inner chamber
Double door seal
Door heating

Cooling system Reproducible results
Safe incubation conditions at
high ambient temperature
Flexible use of external devices
(e.g. shakers)

Cooling system with large evaporator plates
No freezing thanks to double evaporator plate
Carefully measured cooling up to -5 °C

Control and
Documentation

Professional support during
validation
Time and cost savings
Simple data transfer
FDA-compliant documentation

Programmable controller with intelligent
temperature control and weekly program timer
FDA-compliant software APT-COM™
Years of proven and recognized validation and
documentation materials
Standard RS 422 interface for network
connection

Accessories and
Service

The appropriate BINDER device
for every installation site
Broad range of applications
BINDER INDIVIDUAL for
customer-specific solutions
Worldwide BINDER Service

Wide range of products 

23 l to 720 l inner chamber with mechanical
convection
Additional product lines with humidity, light,
CO2 or vacuum
Voltage variants and certificates (UL)
Various options: Shaker platform, inner
chamber socket, access ports, Data Logger Kits
Worldwide service network 
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Performance characteristics
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Electronically controlled APT.line™ preheating chamber and patented DCT™ refrigeration system assuring
temperature accuracy and reproducible results in both heating and cooling situations 
Temperature range -5 °C to 100 °C 
MP controller with 2 programs with 10 sections each, alternatively switchable to 1 program with 20 sections 
Integrated week program timer with real-time function 

Adjustable ramp function via program editor 
Digital temperature setting with an accuracy of a tenth of a degree 
Adjustable fan speed 
Elapsed time indicator 

Independent adjustable temperature safety device class 3.1, providing full protection against chamber
over-temperature, with visual and audible alarm 
Inner glass door 
RS 422 interface for communication software APT-COM™ DataControlSystem 
Adjustable intervals for printer 
Units up to 115 liters are stackable 
2 shelves, stainless steel 
BINDER test confirmation 


