


13

RS-P25, RS-P26, RS-P28 Printer
The fastest way to archive weighing 
data results: RS-P25 for simple print-
outs, RS-P26 with integrated real-time 
and date information, or RS-P28 for 
advanced statistics and summation 
functions.

Density kit
Density determination becomes 
easy with METTLER TOLEDO's 
density kit for analytical and preci-
sion balances. It is ideal for solids, 
liquids, porous and viscous sub-
stances.

LabX direct Balance
PC Software for easy data transfer 
to standard computer programs 
(e.g. MicrosoftTM Excel).
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The Perfect Match

* Adjustment with an external weight (without FACT)

	 MS303S   
	 MS303SE* MS403S MS603S MS1003S

Maximum capacity 320 g 420 g 620 g 1020 g

Readability 0.001 g 0.001 g 0.001 g 0.001 g

Repeatability (sd) 0.001 g 0.001 g 0.001 g 0.001 g

Linearity 0.002 g 0.002 g 0.002 g 0.002 g

Stabilization time 1.5 s 1.5 s 2 s 2 s

IP Protection IP54 in use IP54 in use IP54 in use IP54 in use

Usable height of draft shield 165 mm 165 mm 165 mm 165 mm

Weighing pan dimensions 127x127 mm 127x127 mm 127x127 mm 127x127 mm

Balance dimensions LxWxH 347x204x280 mm 347x204x280 mm 347x204x280 mm 347x204x280 mm

Metal Housing   
High-grade chemical-resistant  
die-cast aluminum housing 

MonoBloc   
Proven weighing technology for fast 
and accurate results

Connectivity   
RS232 to connect to PC, printer or bar 
code reader; USB to connect to PC

Overload Protection   
Protects the weighing cell against 
excess weight overload

FACT   
Fully automatic time- and temperature-
controlled internal adjustment

SmartTrac   
Shows how much of the entire 
weighing range has been used

OIML   
Approved versions of all models 
available

Protective Cover  Encloses the entire 
housing, protecting the balances from 
stains and scratches

Diagnostics  Easy running of bal-
ance diagnostics test e.g. keypad test, 
repeatability test

Smart Key  
Programmable keys for shortcut acces 
to preferred applications

Protection  of main balance 
configurations against manipulation

Applications  Piece Counting, 
Percent Weighing, Check Weighing, 
Dynamic Weighing, Statistics 

MS105* MS105DU* MS205DU* MS104S MS204S MS304S

Maximum capacity (fine range) 120 g 120 g (42 g) 220 g (82 g) 120 g 220 g 320 g

Readability 0.01 mg 0.1 mg 0.1 mg 0.0001g 0.0001g 0.0001g

Readability, fine range - 0.01 mg 0.01 mg - - -

Repeatability (sd) 0.04 mg 0.08 mg 0.08 mg 0.1mg 0.1mg 0.1mg

Repeatability (sd) ** 0.02 mg - - - - -

Repeatability (sd), fine range - 0.03 mg 0.05 mg - - -

Repeatability (sd), fine range ** - 0.02 mg 0.02 mg - - -

Linearity 0.1 mg 0.15 mg 0.2 mg 0.2mg 0.2mg 0.2mg

Linearity (within 10 g) *** 0.02 mg 0.02 mg 0.02 mg - - -

Stabilization time (fine range) 8s 4 s (8 s) 4 s  (8 s) 2s 2s 3s

IP Protection - - - IP54 in use IP54 in use IP54 in use

Usable height of draft shield 234 mm 234 mm 234 mm 237 mm 237 mm 237 mm

Weighing pan dimensions ∅ 80 mm ∅ 80 mm ∅ 80 mm ∅ 90 mm ∅ 90 mm ∅ 90 mm

Balance dimensions LxWxH mm 358x247x331 358x247x331 358x247x331 347x204x345 347x204x345 347x204x345

* HRT (HiRes Technology) weighing cell
** At low load (20 g)
*** Typical value
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MS6001S
MS8001S
MS8001SE* MS12001L

MS16001L
MS16001LE*

MS32001L
MS32001LE*

MS32000L
MS32000LE*

Maximum capacity 6200 g 8200 g 12200 g 16200 g 32200 g 32200 g

Readability 0.1 g 0.1 g 0.1 g 0.1 g 0.1 g 1 g

Repeatability (sd) 0.1 g 0.1 g 0.1 g 0.1 g 0.1 g 0.5 g

Linearity 0.2 g 0.2 g 0.2 g 0.2 g 0.3 g 1 g

Stabilization time 1 s 1 s 2 s 2 s 2 s 1.5 s

IP Protection IP54 in use IP54 in use IP54 in use IP54 in use IP54 in use IP54 in use

Weighing pan dimensions 190x226 mm 190x226 mm 351x245 mm 351x245 mm 351x245 mm 351x245 mm

Balance dimensions LxWxH 347x194x96 mm 347x194x96 mm 346x363x118 mm 346x363x118 mm 346x363x118 mm 346x363x118 mm

MS1602S
MS1602SE*

MS3002S
MS3002SE* MS4002S 

	
	 MS6002S MS4002SDR** MS6002SDR**

Maximum capacity 1620 g 3200 g 4200 g 6200 g 4200 g 6200 g

Maximum capacity** – – – – 820 g 1220 g

Readability 0.01 g 0.01 g 0.01 g 0.01 g 0.1 g 0.1 g

Readability** – – – – 0.01 g 0.01 g

Repeatability (sd) 0.01 g 0.01 g 0.01 g 0.01 g 0.06 g 0.06 g

Repeatability (sd)** – – – – 0.01 g 0.01 g

Linearity 0.02 g 0.02 g 0.02 g 0.02 g 0.2 g 0.2 g

Linearity, fine range – – – – 0.02 g 0.02 g

Stabilization time 1.5 s 1.5 s 1.5 s 1.5 s 1.5 s 1.5 s

IP Protection IP54 in use IP54 in use IP54 in use IP54 in use IP54 in use IP54 in use

Weighing pan dimensions 170x200 mm 170x200 mm 170x200 mm 170x200 mm 170x200 mm 170x200 mm

Balance dimensions LxWxH 347x194x96 mm 347x194x96 mm 347x194x96 mm 347x194x96 mm 347x194x96 mm 347x194x96 mm

MS15KLE MS30KLE MS15KLIPE MS24KLIPE

Maximum capacity 15 kg 30 kg 15 kg 24 kg

Readability 2 g 2 g 2 g 2 g

Weighing range (approved version) 6 / 15 kg 15 / 30 kg 6 / 15 kg 15 / 24 kg

Readability (approved version) 2 / 5 g 5 / 10 g 2 / 5 g 5 / 10 g

Repeatability (sd) 1 g  2 g 1 g 2 g

Linearity  2 g 2 g  2 g 2 g

Stabilization time 1 s 1 s 1 s 1 s

IP Protection IP54 in use IP54 in use IP65 IP65

Weighing pan dimensions 351x245 mm 351x245 mm 351x245 mm 351x245 mm

Balance dimensions LxWxH 346x363x122 mm 346x363x122 mm 346x363x122 mm 346x363x122 mm

* Adjustment with an external weight (without FACT)

*   Adjustment with an external weight (without FACT)
** 	Delta Range: fine range up to 20% of the weighing range, depending on the model

KLE and KLIPE models with strain gauge weighing cell and adjustment with an external weight (without FACT)
KLIPE models with RS232 only



Compact Design
Handy and compact design, without 
compromising on precision and perfor-
mance. Large weighing pan for conve-
nient working.

Portable and rechargeable
Every PL-S model can be AC or battery 
(also with optional rechargeable 
batteries) operated, making the 
balance ideal for work whenever 
power supply is hard to find.

Classic Light PL-S Line
High-precision portable balances
 
Classic Light PL-S balances offer accurate results, 
practical operation and Swiss quality in a compact 
design. The PL83-S, one of the smallest mg-balances 
in the market, is an ideal solution when precision is 
needed but space is limited. Furthermore, the built-in 
application programs enhance the PL-S to a portable 
all-rounder.

Precise Results
with a Portable All-Rounder

Recall weight and Free factor
At the press of a button the value of the 
most recent stable weight value can be 
recalled. Now the transcription can be 
easily checked an unlimited number of 
times. The Free Factor makes multiplying 
results with a constant as easy as can be.

High-precision models
PL83-S is one of the most compact mg-
balances available in the market. The 
ideal solution, when precision is needed 
but space is limited.
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Classic Light Balance PL-S – Model overview

Applications Piece Counting, Percent Weighing, Dynamic Weighing, Recall Weight, Check Weighing, Free Factor

www.mt.com/GWP

  GWP®

 Good Weighing Practice™

Readability Model Max. Load Adjustment Repeatability Linearity Approval Balance Size (LxWxH) Weighing Pan (mm)

0.001 g PL83-S 81 g Cal Ext 0.0008 g 0.002 g • 194x225x137 mm

0.01 g PL202-S 210 g Cal Ext 0.008 g 0.02 g 194x225x67 mm

(*S2=0.02 g) PL202-S2* 210 g Cal Ext 0.008 g 0.02 g • 194x225x67 mm

0.01 g PL602-S 610 g Cal Ext 0.008 g 0.02 g • 194x225x67 mm

PL802-S 810 g Cal Ext 0.008 g 0.02 g • 194x225x67 mm

PL1502-S 1510 g Cal Ext 0.01 g 0.03 g • 194x225x67 mm

0.1 g PL601-S 610 g Cal Ext 0.08 g 0.2 g • 194x225x67 mm

(*S2=0.2 g) PL1501-S 1510 g Cal Ext 0.08 g 0.2 g 194x225x67 mm

PL1501-S2* 1510 g Cal Ext 0.1 g 0.2 g • 194x225x67 mm

PL3001-S 3100 g Cal Ext 0.08 g 0.2 g 194x225x67 mm

PL3001-S2* 3100 g Cal Ext 0.1 g 0.2 g • 194x225x67 mm

PL6001-S 6100 g Cal Ext 0.08 g 0.2 g • 194x225x67 mm

PL8001-S 8100 g Cal Ext 0.08 g 0.2 g • 194x225x67 mm

1 g PL6000-S 6100 g Cal Ext 0.8 g 2 g • 194x225x67 mm

Features

+
+

+--
Accu

Adjustment  at a keystroke with an
external weight

Below weighing  hook for weighing 
below the balance 

PL-S/03: RS232 + interface 
for aux. display

PL-S/10: rechargeable bat-
teries built-in 

PL-S/13: RS232 + interface 
for aux. display + recharge-
able batteries built-in

Optional interfaces for PL-S 

Battery Operation  Full indepen-
dence from power supply for 20 
hours

Display increment  faster weigh-
ing with reduced readability

+--
Accu

Units Weighing results in different 
units: kg, g, mg, lb, oz, ozt, GN, 
dwt, mo, m, tl (according to 
country regulations)

Accessories RS-P26 Printer
Order No.11124300
Ergonomically designed 
operation keys like Zero, 
Date/Time, Feed, Print

PL-S Auxiliary Display
Order No. 12102508

Transport case
Order No. 12102982
For field experiments: 
accommodates portable 
balances, AC adapter,  
batteries and weights

LabX direct balance
Order No. 11120340
Simple data input by con-
necting the balance to a PC

Certified Weights
Weights for customized 
testing and adjustments 
with guaranteed traceability

 www.mt.com/weights

Anti-theft device
Order No. 590101
Steel cord with universal 
lock for securing the 
balance

Protective Cover  encloses the entire 
housing protecting the balance from 
stains and scratches
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Ø 100

Ø 160




