
TECHNICAL DESCRIPTION
MINIARM FX 32 Standard
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4819.40/00

FACTS

Material

Arm section ABS
Damper Stainless steel
Washer, Bolt, Steel
Swivel plate ABS
Swivel connections Polyamide
Nozzle Acetal

Surface treatment

Washer, Bolt, Spring Electrolytic galvanizing

Air Temperature -15 - +90 degrees C

Arm Section
Flexible plastic hose with a very good resistancy
against solvents etc. Stays in new position when
adjusted.

Swivel
Swivel with 360 degree rotation. This means,
connected ductwork remains firm and does not
rotate with the arm.

Accessories
Extraction hood, Dome shaped hood, Flange
hood, Lamp kit, Brackets.

Mounting
Mounting directly in bench surface or with
accessory brackets. Can be mounted both stan-
ding and hanging.

Part. No 502834

Sound Level
Distance to measuring point = 1m

Pressure Drops
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TECHNICAL DESCRIPTION
BRACKETS FOR FX 32
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4825.40/00

Part No. 371760

FACTS

Material Steel

Surface treatment Electrolytic galvanizing

Part No. 371759

Wall Bracket
Allows arm to be mounted both hanging and
standing.

Adjustable Bench Bracket
For flexible mounting of arms on work bench or
storage shelf. Does not damage bench/shelf 
surface.

FACTS

Material Steel

Surface treatment Electrolytic galvanizing
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TECHNICAL DESCRIPTION
MINIARM FX 50
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Ø C A Length Part.No
(mm) (mm) (mm)

50 300 550 500634
50 450 700 500734

Pressure Drops

Bench model 2 joints

4826.40/00

FACTS

Material

Arm sections Aluminium (SS4007)
Damper Polypropylene(PP)

Thermoplastic
elastomere(TPE)

Swivel socket, table PolyBetylEtereftalat (PBT)
Flange, Lock knob Polyamid (PA)
Joint Polypropylene (PP)
Washer, Bolt, Spring Steel
Sealing ring Rubber, nitril

Surface treatment

Arm sections Anodized
Washer, Bolt, Spring Electrolytic galvanizing

Air Temperature -15 - +90 degrees C

Arm Sections
Thin walled anodized aluminium sections with a
very good corosion resistancy against solvents
etc. In contact with alcaline materials the surface
can be stained or damaged. Good resistance bet-
ween PH 4 and PH 9.

Swivel
Two layer swivel with 360 degree rotation. This
means, connected ductwork remains firm and
does not rotate with the arm.

Joints
The knurled adjustment on the friction joints are
supported by ball-bearings. Low friction rubber
sealing rings. Spring, washer and bolt in surface
treated steel.

Mounting
To be mounted directly of the bench surface or
with accessory brackets. 

Other
All the arms are provided with dampers, tight
down to an underpressure of 3500 Pa.

Accessories
Flange nozzle, Dome shaped hood, Metal hood
and Angle nozzle.
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TECHNICAL DESCRIPTION
MINIARM FX 50

Wall/Ceiling model 2 joints
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Ø C A Length Part.No
(mm) (mm) (mm)

50 300 550 500834
50 450 700 500934

Pressure Drops

4827.40/00

FACTS

Material

Arm sections Aluminium (SS4007)
Damper Polypropylene(PP)

Thermoplastic
elastomere(TPE)

Swivel socket, ceiling Polyamid (PA)
Flange, Lock knob Polyamid (PA)
Joint Polypropylene (PP)
Washer, Bolt, Spring Steel
Sealing ring Rubber, nitril

Surface treatment

Arm sections Anodized
Washer, Bolt, Spring Electrolytic galvanizing

Air Temperature -15 - +90 degrees C

Arm Sections
Thin walled anodized aluminium sections with a
very good corosion resistancy against solvents
etc. In contact with alcaline materials the surface
can be stained or damaged. Good resistance bet-
ween PH 4 and PH 9.

Swivel
Two layer swivel with 360 degree rotation. This
means, connected ductwork remains firm and
does not rotate with the arm.

Joints
The knurled adjustment on the friction joints are
supported by ball-bearings. Low friction rubber
sealing rings. Spring, washer and bolt in surface
treated steel. 

Mounting
To be mounted hanging down from wall or cei-
ling brackets.

Other
All the arms are provided with dampers, tight
down to an underpressure of 3500 Pa.

Accessories
Flange nozzle, Dome shaped hood, Metal hood
and Angle nozzle.
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TECHNICAL DESCRIPTION
MINIARM FX 50

Bench model 3 joints

Pressure Drops

Ø C A B Length Part.No
(mm) (mm) (mm) (mm)

50 400 300 950 501034
50 550 450 1250 501134
50 750 450 1450 501234
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4828.40/00

FACTS

Material

Arm sections Aluminium (SS4007)
Damper Polypropylene(PP)

Thermoplastic
elastomere(TPE)

Swivel socket, table PolyBetylEtereftalat (PBT)
Flange, Lock knob Polyamid (PA)
Joint Polypropylene (PP)
Washer, Bolt, Spring Steel
Sealing ring Rubber, nitril

Surface treatment

Arm sections Anodized
Washer, Bolt, Spring Electrolytic galvanizing

Air Temperature -15 - +90 degrees C

Arm Sections
Thin walled anodized aluminium sections with a
very good corosion resistancy against solvents
etc. In contact with alcaline materials the surface
can be stained or damaged. Good resistance bet-
ween PH 4 and PH 9.

Swivel
Two layer swivel with 360 degree rotation.This
means, connected ductwork remains firm and
does not rotate with the arm.

Joints
The knurled adjustment on the friction joints are
supported by ball-bearings. Low friction rubber
sealing rings. Spring, washer and bolt in surface
treated steel. The first joint is supported by a spring.

Mounting
To be mounted directly of the bench surface or
with accessory brackets. 

Other
All the arms are provided with dampers, tight
down to an underpressure of 3500 Pa.

Accessories
Flange nozzle, Dome shaped hood, Metal hood
and Angle nozzle.

AB Lectrostatic • Box 314 • S-532 24 Skara, Sweden
Phone: +46 511-34 24 00 • Fax: +46 511-34 24 30 • lectro@nederman.se • www.nederman.se



Pressure Drops

TECHNICAL DESCRIPTION
MINIARM FX 50

Wall/Ceiling model 3 joints
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Ø C A B Length Part.No
(mm) (mm) (mm) (mm)

50 400 300 950 501334
50 550 450 1250 501434
50 750 450 1450 501534

4829.40/00

FACTS

Material

Arm sections Aluminium (SS4007)
Damper Polypropylene(PP)

Thermoplastic
elastomere(TPE)

Swivel socket, ceiling Polyamid (PA)
Flange, Lock knob Polyamid (PA)
Joint Polypropylene (PP)
Washer, Bolt, Spring Steel
Sealing ring Rubber, nitril

Surface treatment

Arm sections Anodized
Washer, Bolt, Spring Electrolytic galvanizing

Air Temperature -15 - +90 degrees C

Arm Sections
Thin walled anodized aluminium sections with a
very good corosion resistancy against solvents
etc. In contact with alcaline materials the surface
can be stained or damaged. Good resistance bet-
ween PH 4 and PH 9.

Swivel
Two layer swivel with 360 degree rotation.This
means, connected ductwork remains firm and
does not rotate with the arm.

Joints
The knurled adjustment on the friction joints are
supported by ball-bearings. Low friction rubber
sealing rings. Spring, washer and bolt in surface
treated steel. The first joint is supported by a spring.

Mounting
To be mounted hanging down from wall or cei-
ling brackets.

Other
All the arms are provided with dampers, tight
down to an underpressure of 3500 Pa.

Accessories
Flange nozzle, Dome shaped hood, Metal hood
and Angle nozzle.
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TECHNICAL DESCRIPTION
MINIARM FX 50 ESD

Ø C A Length Part.No
(mm) (mm) (mm)

50 450 700 502234
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Pressure Drops

Bench model 2 joints

4830.40/00

Arm Sections
Thin walled ESD aluminium sections with a very
good corosion resistancy against solvents etc. In
contact with alcaline materials the surface can be
stained or damaged. Good resistance between 
PH 4 and PH 9.

Swivel
Two layer swivel with 360 degree rotation. This
means, connected ductwork remains firm and
does not rotate with the arm.

Joints
The knurled adjustment on the friction joints are
supported by ball-bearings. Low friction rubber
sealing rings. Spring, washer and bolt in surface
treated steel. 

Mounting
To be mounted directly of the bench surface or
with accessory brackets. 

Other
All the arms are provided with dampers, tight
down to an underpressure of 3500 Pa. 1 MΩ
connection cable included.

Accessories
Metal hood and Angle nozzle.

FACTS

Material

Arm sections Aluminium (SS4007)

Damper Polypropylene(PP)
Thermoplastic
elastomere(TPE)

Swivel socket, Joint, Polypropylene (PP) Con-
Flange, Lock knob ductive

Washer, Bolt, Spring Steel

Sealing ring Rubber, nitril

Surface treatment

Arm sections Anodized
Washer, Bolt, Spring Electrolytic galvanizing

Air Temperature -15 - +90 degrees C
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TECHNICAL DESCRIPTION
MINIARM FX 50 ESD

Wall/Ceiling model 2 joints
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Pressure Drops

Ø C A Length Part.No
(mm) (mm) (mm)

50 450 700 502334

4831.40/00

Arm Sections
Thin walled ESD aluminium sections with a very
good corosion resistancy against solvents etc. In
contact with alcaline materials the surface can be
stained or damaged. Good resistance between 
PH 4 and PH 9.

Swivel
Two layer swivel with 360 degree rotation. This
means, connected ductwork remains firm and
does not rotate with the arm.

Joints
The knurled adjustment on the friction joints are
supported by ball-bearings. Low friction rubber
sealing rings. Spring, washer and bolt in surface
treated steel. 

Mounting
To be mounted hanging down from wall or cei-
ling brackets.

Other
All the arms are provided with dampers, tight
down to an underpressure of 3500 Pa. 1 MΩ
connection cable included.

Accessories
Metal hood and Angle nozzle.

FACTS

Material

Arm sections Aluminium (SS4007)

Damper Polypropylene(PP)
Thermoplastic
elastomere(TPE)

Swivel socket, Joint, Polypropylene (PP) Con-
Flange, Lock knob ductive

Washer, Bolt, Spring Steel

Sealing ring Rubber, nitril

Surface treatment

Arm sections Anodized
Washer, Bolt, Spring Electrolytic galvanizing

Air Temperature -15 - +90 degrees C
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TECHNICAL DESCRIPTION
MINIARM FX 50 ESD

Bench model 3 joints

Pressure Drops

Ø C A B Length Part.No
(mm) (mm) (mm) (mm)

50 400 300 950 502434
50 550 450 1250 502534
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4832.40/00

FACTS

Material

Arm sections Aluminium (SS4007)

Damper Polypropylene(PP)
Thermoplastic
elastomere(TPE)

Swivel socket, Joint, Polypropylene (PP) Con-
Flange, Lock knob ductive

Washer, Bolt, Spring Steel

Sealing ring Rubber, nitril

Surface treatment

Arm sections Anodized
Washer, Bolt, Spring Electrolytic galvanizing

Air Temperature -15 - +90 degrees C

Arm Sections
Thin walled ESD aluminium sections with a very
good corosion resistancy against solvents etc. In
contact with alcaline materials the surface can be
stained or damaged. Good resistance between 
PH 4 and PH 9.

Swivel
Two layer swivel with 360 degree rotation. This
means, connected ductwork remains firm and
does not rotate with the arm.

Joints
The knurled adjustment on the friction joints are
supported by ball-bearings. Low friction rubber
sealing rings. Spring, washer and bolt in surface
treated steel. The first joint is supported by a spring.

Mounting
To be mounted directly of the bench surface or
with accessory brackets. 

Other
All the arms are provided with dampers, tight
down to an underpressure of 3500 Pa. 1 MΩ
connection cable included.

Accessories
Metal hood and Angle nozzle.
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TECHNICAL DESCRIPTION
MINIARM FX 50 ESD

Wall/Ceiling model 3 joints
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Pressure Drops

Ø C A B Length Part.No
(mm) (mm) (mm) (mm)

50 400 300 950 502634
50 550 450 1250 502734

4833.40/00

Arm Sections
Thin walled ESD aluminium sections with a very
good corosion resistancy against solvents etc. In
contact with alcaline materials the surface can be
stained or damaged. Good resistance between 
PH 4 and PH 9.

Swivel
Two layer swivel with 360 degree rotation. This
means, connected ductwork remains firm and
does not rotate with the arm.

Joints
The knurled adjustment on the friction joints are
supported by ball-bearings. Low friction rubber
sealing rings. Spring, washer and bolt in surface
treated steel. The first joint is supported by a spring.

Mounting
To be mounted hanging down from wall or cei-
ling brackets.

Other
All the arms are provided with dampers, tight
down to an underpressure of 3500 Pa. 1 MΩ
connection cable included.

Accessories
Metal hood and Angle nozzle.

FACTS

Material

Arm sections Aluminium (SS4007)

Damper Polypropylene(PP)
Thermoplastic
elastomere(TPE)

Swivel socket, Joint, Polypropylene (PP) Con-
Flange, Lock knob ductive

Washer, Bolt, Spring Steel

Sealing ring Rubber, nitril

Surface treatment

Arm sections Anodized
Washer, Bolt, Spring Electrolytic galvanizing

Air Temperature -15 - +90 degrees C
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Ø C A B Length Part.No
(mm) (mm) (mm) (mm)

75 400 300 950 501634
75 550 450 1250 501734
75 750 450 1450 501834

TECHNICAL DESCRIPTION
MINIARM FX 75

Bench model 3 joints

Pressure Drops
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4834.40/00

FACTS

Material

Arm sections Aluminium (SS4007)
Damper Polypropylene(PP)

Thermoplastic
elastomere(TPE)

Swivel socket, table PolyBetylEtereftalat (PBT)
Flange, Lock knob Polyamid (PA)
Joint Polypropylene (PP)
Washer, Bolt, Spring Steel
Sealing ring Rubber, nitril

Surface treatment

Arm sections Anodized
Washer, Bolt, Spring Electrolytic galvanizing

Air Temperature -15 - +90 degrees C

Arm Sections
Thin walled anodized aluminium sections with a
very good corosion resistancy against solvents
etc. In contact with alcaline materials the surface
can be stained or damaged. Good resistance bet-
ween PH 4 and PH 9.

Swivel
Two layer swivel with 360 degree rotation.This
means, connected ductwork remains firm and
does not rotate with the arm.

Joints
The knurled adjustment on the friction joints are
supported by ball-bearings. Low friction rubber
sealing rings. Spring, washer and bolt in surface tre-
ated steel. The first joint is supported by a spring.

Mounting
To be mounted directly of the bench surface or
with accessory brackets. 

Other
All the arms are provided with dampers, tight
down to an underpressure of 3500 Pa.

Accessories
Flange nozzle, Dome shaped hood, Metal hood
and Angle nozzle.
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TECHNICAL DESCRIPTION
MINIARM FX 75

Wall/Ceiling model 3 joints
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Pressure Drops

Ø C A B Length Part.No
(mm) (mm) (mm) (mm)

75 400 300 950 501934
75 550 450 1250 502034
75 750 450 1450 502134

4835.40/00

FACTS

Material

Arm sections Aluminium (SS4007)
Damper Polypropylene(PP)

Thermoplastic
elastomere(TPE)

Swivel socket, ceiling Polyamid (PA)
Flange, Lock knob Polyamid (PA)
Joint Polypropylene (PP)
Washer, Bolt, Spring Steel
Sealing ring Rubber, nitril

Surface treatment

Arm sections Anodized
Washer, Bolt, Spring Electrolytic galvanizing

Air Temperature -15 - +90 degrees C

Arm Sections
Thin walled anodized aluminium sections with a
very good corosion resistancy against solvents
etc. In contact with alcaline materials the surface
can be stained or damaged. Good resistance bet-
ween PH 4 and PH 9.

Swivel
Two layer swivel with 360 degree rotation.This
means, connected ductwork remains firm and
does not rotate with the arm.

Joints
The knurled adjustment on the friction joints are
supported by ball-bearings. Low friction rubber
sealing rings. Spring, washer and bolt in surface tre-
ated steel. The first joint is supported by a spring.

Mounting
To be mounted hanging down from wall or cei-
ling brackets.

Other
All the arms are provided with dampers, tight
down to an underpressure of 3500 Pa.

Accessories
Flange nozzle, Dome shaped hood, Metal hood
and Angle nozzle.
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TECHNICAL DESCRIPTION
ANGLE NOZZLE 50

Part no. 371630
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SOUND LEVEL
Distance to measuring point = 1m

Airvelocity (m/s)

A=50

Part no. 371823

FACTS

Material

Nozzle sections Aluminium (SS4007)

Surface treatment Anodized

Air Temperature -15 - +90 degrees C

Angle nozzle
Made of anodized thin walled aluminium with
good corrosion resistancy against solvents etc. In
contact with alcaline materials the surface can be
stained or damaged. Good resistance between PH
4 and PH 9. Is used for fine dust and gases when
extraction close to the source is needed.

FACTS

Material

Nozzle section Aluminium (SS4007)

Surface treatment Anodized

Air Temperature -15 - +90 degrees C

Made of anodized thin walled aluminium with
good corrosion resistancy against solvents etc.
In contact with alcaline materials the surface
can be stained or damaged. Good resistance
between PH 4 and PH 9. Is used for fine dust
and gases when extraction close to the source
is needed. ESD-safe.
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TECHNICAL DESCRIPTION
METALIC HOOD 50

Part no. 371635
Part no. 371636 (Incl. light)
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Sound Level
Distance to measuring point = 1m

Airvelocity (m/s)

A=50

Part no. 371823

Metal Hood
Made of powder coated aluminium. Available in
version with halogen light. To be used when
extracting hot fumes, gases and high impact par-
ticles.

FACTS

Material

Metal hood Aluminium (SS4007), 
Connection tube Aluminium (SS4007)
Hood connection Polyamid (PA)

Surface treatment

Tube Anodized
Hood Powder coated

Air Temperature -15 - +80 degrees C

Made of chromated aluminium. To be used when
extracting hot fumes, gases and high impact par-
ticles. ESD-safe.

FACTS

Material

Metal hood Aluminium (SS4007), 
Connection tube Aluminium (SS4007),
Hood connection Polypropylene (PP)

-Conductive

Surface treatment

Tube Anodized
Hood Chromated

Air Temperature -15 - +80 degrees C
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TECHNICAL DESCRIPTION
ANGLE NOZZLE 75

Part no. 371638
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SOUND LEVEL
Distance to measuring point = 1m

Airvelocity (m/s)

A=75

FACTS

Material

Nozzle sections Aluminium (SS4007)

Surface treatment Anodized

Air Temperature -15 - +90 degrees C

Angle nozzle
Made of anodized thin walled aluminium with
good corrosion resistancy against solvents etc. In
contact with alcaline materials the surface can be
stained or damaged. Good resistance between PH
4 and PH 9. Is used for fine dust and gases when
extraction close to the source is needed.
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