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ISO
9000 CERTIFIED

HR-250AZ/HR-250A
 252 g x 0.1 mg

HR-251AZ/HR-251A
62 g/252 g × 0.1 mg/1 mg

HR-150AZ/HR-150A
 152 g x 0.1 mg

HR-100AZ/HR-100A
 102 g x 0.1 mg

HR-AZ/HR-A
Series

Compact Analytical Balances

HR-250A

HR-250AZ

Ultimate Value!Ultimate Value!

A&D Instruments India Private Limited

A&D Australasia Pty Ltd.







Specifications

Options
FXi-02*

FXi-08*

FXi-09*

* The FXi-02, FXi-08 and FXi-09 cannot be used at the same time

Quick USB interface with cable

Ethernet interface with WinCT-Plus software

Built-in rechargeable battery

Accessories
AD-1654

AD-1671

AD-1672

AD-1683

AD-1684

AD-1687

AD-1688

AD-1689

AD-8121B

AD-8526

AD-8527

AD-8920A

AD-8922A

AX-FXi-31

AX-USB-9P

Density determination kit

Anti-vibration table for balances

Tabletop breeze break

Static eliminator

Electrostatic field meter

Weighing environment logger

Weighing data logger

Tweezers for calibration weight

Compact printer

Serial/Ethernet converter

Quick USB adapter

Remote display

Remote controller

Main unit cover (5 pcs)

Serial/USB converter

Dimensions (mm/inches)

*HR-AZ/A-ADCC-03-PR3-13303
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Models

Weighing capacity

Minimum weighing value

Repeatability (standard deviation)

Linearity

Stabilization time
(when set to FAST under a good environment)

Sensitivity drift

Internal calibration

Clock and calendar function

Operating environment

Display refresh rate

Display mode

Counting mode

Percent mode

Interface

Applicable calibration weight value

Weighing pan size

External dimensions

Net weight

Power supply

Power consumption

* iv Smart range function: The minimum weighing value will switch to 1 mg automatically when the display value exceeds 62 g but returns to 0.1 mg by pressing the RE-ZERO (tare) key.

*  v The factory setting is MID, whose stabilization time is approx. 3 seconds.

* vi One additional unit from tael (Singapore/HK jewelry/Taiwan/China), tola or Newton can be added upon request.

HR-250AZ
252 g

0.1 mg

0 to 200 g: 0.1 mg

200 to 252 g: 0.2 mg

±0.3 mg

0.1 mg

10.0 mg

250 g, 200 g
100 g, 50 g

HR-250A
252 g

0 to 200 g: 0.1 mg

200 to 252 g: 0.2 mg

±0.3 mg

250 g, 200 g
100 g, 50 g

HR-251A
62 g / 252 g

0.1 mg / 1 mg

0.1 mg / 0.5 mg

±0.3 mg / ±1 mg

1 mg

100 mg

250 g, 200 g
100 g, 50 g, 20 g

HR-150AZ
152 g

Yes                               

Yes                               

150 g, 100 g, 50 g

Approx. 3.9 kg

HR-251AZ
62 g / 252 g

0.1 mg / 1 mg

0.1 mg / 0.5 mg

±0.3 mg / ±1 mg

1 mg

100 mg

250 g, 200 g
100 g, 50 g, 20 g

HR-100AZ
102 g

0.1 mg

0.1 mg

10.0 mg

100 g, 50 g

HR-150AZ
152 g

No                               

No                               

150 g, 100 g, 50 g

Approx. 3.5 kg

HR-100AZ
102 g

100 g, 50 g

0.1 mg

±0.2 mg

0.1 mg

0.1 mg

±0.2 mg

0.1 mg

10.0 mg

v

iv

vi

iv

Approx. 2 seconds

±2 ppm/°C (10 to 30 °C/50 to 86 °F)

5 to 40 °C (41 to 104 °F), 85% RH or less (no condensation)

5 times/second (10 times/second can be selected)

gram, milligram, ounce, troy ounce, metric carat, momme, pennyweight, grain, counting mode, percent mode, density mode, and a user-programmable unit

10, 25, 50 or 100 pieces

0.01%, 0.1%, or 1% (depends on the reference mass stored)

RS-232C

Ø90 mm

198 (W) × 294 (D) × 315 (H) mm

AC adapter

Approx. 11 VA (supplied to the AC adapter)

Minimum unit mass

Number of samples

Minimum 100% reference mass

Minimum 100% display

AD-1654



Wolf Laboratories Limited
www.wolflabs.co.uk

Tel: 01759 301142         Fax:01759 301143         sales@wolflabs.co.uk

Use the above details to contact us if this literature doesn't answer all your
questions.

Pricing on any accessories shown can be found by keying the part number
into the search box on our website.

   
    The specifications listed in this brochure are subject to change by the manufacturer and therefore cannot be guaranteed to be 
correct. If there are aspects of the specification that must be guaranteed, please provide these to our sales team so that details can 
                                                                                                    be confirmed.
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