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Pipette tips produced from standard polymers will variably retain 
biological solutions, preventing accurate and repeatable results.  
Diamond  polishing  of   the  mold  reduces  the  number  of  imperfections, 
producing a smoother surface. Silicone treatment of tips further 
reduces retention, but can leach out and interfere with reactions or 
degrade at autoclaving temperatures.
 

Neptune was the first to address this challenge with the development 
of a novel polymer technology that produces a Sample Saving Surface 
on plastics. Neptune’s third generation S3 polymer system results in 
a surface that virtually eliminates sample hold-up, providing the most 
accurate and consistent sample delivery possible in the industry.

S3 SAMPLE SAVING SURFACE

Neptune’s exclusive S3 polymer was designed to increase pipetting accuracy by virtually eliminating tip 
retention and sample hold-up. S3 pipette tips deliver volumes within 0.1% of the indicated volume, versus 
0.7% for standard polymer tips. This provides a more accurate application.

COMPETITION

NEPTUNE

Before Pipetting Fluid Drawn Sample Dispensed

1.
34 1.
40

1.
39

1.
59

1.
23 1.

33

0.
22

LOW
RETENTION

LOW
RETENTION
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•	Reload up to 10 trays in 90 seconds

•	Requires 57% less storage space

•	Reuse existing trays

•	Generates 90% less packaging waste

•	Available in standard and filtered 
pipette tip format

FEATURES:

ESP RELOAD SYSTEM

TM

The Neptune ESP (Environmentally Sustainable Pack) 
System was designed to meet industry demands to minimize 
plastic waste by 90% and provide an environmentally friend-
ly solution. ESP tips provide a low cost alternative compared 
with racked product, while saving time not having to load 
bulk tips.

Neptune’s revolutionary transfer system allows you to 
reload your empty trays with new tips in a single movement. 
The patented transfer card is designed to prevent contami-
nation by minimizing the amount of handling when reloading 

empty tip racks. The ESP system fits the widest range of tip 
trays on the market and is available in both standard and 
filtered pipette tip reloads. We offer ESP reloads in both pre-
sterile and non-sterile formats. Look for the      symbol on  
the pipette chart (under packaging) on pages 8-15. 
When buying the ESP system for the first 
time, be sure to purchase an 
empty tray (page 20).



9

ES
P

 R
eload S

ystem

BT-ESP reloads are individually 
packaged to preserve the integrity 
of the aerosol barrier.

Remove alignment plate from the 
packaging base by gripping  
alignment plate using the upper 
portion of the clamshell packaging.

Insert the tips into your empty tray. Secure plate by firmly pressing on all 
four corners of the alignment plate.

ESP System for Barrier Tips

1000 µl Extended Length ESP System

Press down firmly on the alignment 
plate and engage the side posts into 
the slots on the insert card.

Hold the alignment card away from 
the side posts and insert the tips 
into your empty tray.

Secure plate by firmly pressing on all 
four corners of the alignment plate.

Squeeze the side posts of the  
alignment plate and pull up to 
disengage from the insert card.

Engage the alignment plate by firmly 
pressing down on the plate.

Insert the tips into your empty tray. Secure plate by firmly pressing on all 
four corners of the alignment plate.

Firmly depress the release button 
using your index finger.

Standard ESP  System

ESP RELOAD SYSTEM

ES
P

 R
eload S

ystem



Neptune PN Tip Type Packaging Quantity

BT10 Series – 10 µl Filter Tip
 BT10

10 trays of 96/pack

5 packs/case

 BT10.N NP
10 trays of 96/pack

5 packs/case

BT10XL Series – 10 µl Extended Length Filter Tip
BT10XLS3

10 trays of 96/pack 

5 packs/case

BT10XL NP
10 trays of 96/pack

5 packs/case

BT10E Series – 10 µl EppendorfTM Style Filter Tip

BT10E

10 trays of 96/pack 

5 packs/case

BT10F Series – 10 µl FinnTM Style Filter Tip

BT10F

10 trays of 96/pack

5 packs/case

BT20 Series – 20 µl Filter Tip
BT20

10 trays of 96/pack 

5 packs/case

BT20-ESP
10 inserts of 96/pack

4 packs/case

10
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FILTER TIPS

Actual Size

Actual Size

Actual Size

Actual Size

Actual Size

Neptune Filter Tips  
are pre-sterile and tested 
to be free of:

•	DNA

•	DNase & RNase

•	Endotoxins (Pyrogens)

FEATURES	 Sample Saving Surface	 Pre-Sterile	 Natural Polypropylene

PACKAGING OPTIONS	 Racked              ESP Reload System	  Bulk
	                          Empty rack needed (pg 20)

NP



Neptune PN Tip Type Packaging Quantity

BT100 Series – 100 μl Filter Tip

BT100

10 trays of 96/pack

5 packs/case

BT200 Series – 200 μl Filter Tip
BT200

10 trays of 96/pack 

5 packs/case

BT200-ESP
10 trays of 96/pack

4 packs/case

BT300 Series – 300 μl Filter Tip

BT300

10 trays of 96/pack 

5 packs/case

BT1000 Series – 1000 μl Filter Tip
BT1000.96

8 trays of 96/pack

4 packs/case

BT1000.96.N NP
8 trays of 96/pack

4 packs/case

BT1250 Series – 1000-1250 μl Extended Length Filter Tip
BT1250

8 trays of 96/pack

4 packs/case

BT1250.N NP
8 trays of 96/pack

4 packs/case

11

Filter Tips

Product Identification

•	Printed catalog number simplifies 
the reordering process

•	Increases lot traceability while 
simultaneously making racks 
recyclable

FEATURES	 Sample Saving Surface	 Pre-Sterile	 Natural Polypropylene

PACKAGING OPTIONS	 Racked	 ESP Reload System	 Bulk
		  Empty rack needed (pg 20)

NP

Tip image has been reduced to 72% of actual size

Tip image has been reduced to 85% of actual size

Actual size

Actual size

Actual size
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BT10 Series – 10 μl Filter Tip

0.5-10 μl 0.5-10 μl 0.5-10 μl 0.5-10 μl 0.5-10 μl 0.5-10 μl 0.5-10 μl
5-50 μl 1-10 μl 1-10 μl P2

P10
0.2-2 μl
1-10 μl 0.5-10 μl 0.1-2 μl 0.5-10 μl 1-10 μl 0.1-2 μl

0.5-10 μl

BT10XL Series – 10 μl Extended Length Tip

0.5-10 μl 0.5-10 μl 0.5-10 μl 0.1-2.5 μl
0.5-10 μl

0.1-2.5 μl
0.5-10 μl

0.1-2.5 μl
0.5-10 μl

0.5-10 μl
5-50 μl 1-10 μl 1-10 μl P2 

P10
0.2-2 μl
1-10 μl 0.5-10 μl 0.1-2 μl 0.5-10 μl 1-10 μl 0.1-2 μl

0.5-10 μl

BT10E Series – 10 μl EppendorfTM Style Filter Tip

0.5-10 μl 0.5-10 μl 0.5-10 μl 0.1-2.5 μl 
0.5-10 μl

0.1-2.5 μl
0.5-10 μl

0.1-2.5 μl
0.5-10 μl

0.5-10 μl
5-50 μl 1-10 μl 1-10 μl P2

P10
0.2-2 μl
1-10 μl 0.5-10 μl 0.1-2 μl 0.5-10 μl 1-10 μl 0.1-2 μl

0.5-10 μl

BT10F Series – 10 μl FinnTM Style Filter Tip

M100  
M200

10-100 μl
20-200 μl

2-20 μl
10-100 μl
20-200 μl

15-300 μl
5-50 μl

10-100 μl 
30-300 μl

2-20, 
10-100, 

50-200 μl

2-20 μl
10-100 μl 
20-200 μl 
30-300 μl

2-20 μl
10-100 μl

2-20 μl
5-50 μl 

20-200 μl
30-300 μl

30-300 μl
P20

P100
P200

U20
U200

2.5-25 μl
10-100 μl 
30-300 μl

2-20 μl
10-100 μl 
20-200 μl

2-20 μl 5-50 μl
50-300 μl

10-100 μl
20-200 μl

2-20 μl
20-200 μl

2-20 μl
10-100 μl 
20-200 μl

BT20 Series – 20 μl Filter TIp

M100  
M200

10-100 μl
20-200 μl

2-20 μl
10-100 μl
20-200 μl

15-300 μl
5-50 μl

10-100 μl 
30-300 μl

2-20, 
10-100, 

50-200 μl

2-20 μl
10-100 μl 
20-200 μl 
30-300 μl

2-20 μl
10-100 μl

2-20 μl
5-50 μl 

20-200 μl
30-300 μl

30-300 μl
P20

P100
P200

U20
U200

2.5-25 μl
10-100 μl 
30-300 μl

2-20 μl
10-100 μl 
20-200 μl

2-20 μl 5-50 μl
50-300 μl

10-100 μl
20-200 μl

2-20 μl
20-200 μl

2-20 μl
10-100 μl 
20-200 μl

BT100 Series – 100 μl Filter Tip

M100
M200 20-200 μl 20-200 μl 15-300 μl

5-50 μl
10-100 μl 
30-300 μl

50-200 μl 20-200 μl
30-300 μl 50-200 μl

5-50 μl
20-200 μl 
30-300 μl

30-300 μl P200 U200
2.5-25 μl
10-100 μl 
30-300 μl

20-200 μl 50-300 μl 20-200 μl 20-200 μl 20-200 μl

BT200 Series – 200 μl Filter Tip

M100
M200 20-200 μl 20-200 μl 15-300 μl

5-50 μl
10-100 μl 
30-300 μl

50-200 μl 20-200 μl
30-300 μl 50-200 μl

5-50 μl
20-200 μl 
30-300 μl

30-300 μl P200 U200
2.5-25 μl
10-100 μl 
30-300 μl

20-200 μl 50-300 μl 20-200 μl 20-200 μl 20-200 μl

BT300 Series – 300 μl Filter Tip

M100
M200 20-200 μl 20-200 μl 15-300 μl

5-50 μl
10-100 μl 
30-300 μl

50-200 μl 20-200 μl
30-300 μl 50-200 μl

5-50 μl
20-200 μl 
30-300 μl

30-300 μl P200 U200
2.5-25 μl
10-100 μl 
30-300 μl

20-200 μl 50-300 μl 20-200 μl 20-200 μl 20-200 μl

BT1000 Series – 1000 μl Filter Tip

200-1000 
μl

100-1000 
μl

100-1000 
μl

100-1000 
μl

100-
1000 μl

100-
1000 μl

100-1000 
μl 

200-1000 
μl

100-1200 
μl P1000 100-1000 

μl
100-1200 

μl
100-1000 

μl
100-1000 

μl
100-1000 

μl
100-1000 

μl

BT1250 Series – 1000-1250 μl Extended Length Filter TIp

200-1000 
μl

100-1000 
μl

100-1000 
μl

100-1000 
μl

100-
1000 μl

100-
1000 μl

100-1000 
μl 

200-1000 
μl

100-1200 
μl P1000 100-1000 

μl
100-1200 

μl
100-1000 

μl
100-1000 

μl
100-1000 

μl
100-1000 

μl
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FILTER TIP COMPATIBILITY CHART
Neptune pipette tips are compatible with a broad range of industry leading pipettes.  The table below represents compatibility among the more 
recognized brands on the market.  Compatibility is determined based on fit and function.  Tip fit is determined by the ability to mount and eject 
Neptune tips onto the pipette.  Function is determined by the ability to calibrate the pipette within the manufacturer’s specifications using Neptune 
tips.  For more information on tip compatibility, visit www.neptunescientific.com.
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BT10 Series – 10 μl Filter Tip

0.5-10 μl 0.5-10 μl 0.5-10 μl 0.5-10 μl 0.5-10 μl 0.5-10 μl 0.5-10 μl
5-50 μl 1-10 μl 1-10 μl P2

P10
0.2-2 μl
1-10 μl 0.5-10 μl 0.1-2 μl 0.5-10 μl 1-10 μl 0.1-2 μl

0.5-10 μl

BT10XL Series – 10 μl Extended Length Tip

0.5-10 μl 0.5-10 μl 0.5-10 μl 0.1-2.5 μl
0.5-10 μl

0.1-2.5 μl
0.5-10 μl

0.1-2.5 μl
0.5-10 μl

0.5-10 μl
5-50 μl 1-10 μl 1-10 μl P2 

P10
0.2-2 μl
1-10 μl 0.5-10 μl 0.1-2 μl 0.5-10 μl 1-10 μl 0.1-2 μl

0.5-10 μl

BT10E Series – 10 μl EppendorfTM Style Filter Tip

0.5-10 μl 0.5-10 μl 0.5-10 μl 0.1-2.5 μl 
0.5-10 μl

0.1-2.5 μl
0.5-10 μl

0.1-2.5 μl
0.5-10 μl

0.5-10 μl
5-50 μl 1-10 μl 1-10 μl P2

P10
0.2-2 μl
1-10 μl 0.5-10 μl 0.1-2 μl 0.5-10 μl 1-10 μl 0.1-2 μl

0.5-10 μl

BT10F Series – 10 μl FinnTM Style Filter Tip

M100  
M200

10-100 μl
20-200 μl

2-20 μl
10-100 μl
20-200 μl

15-300 μl
5-50 μl

10-100 μl 
30-300 μl

2-20, 
10-100, 

50-200 μl

2-20 μl
10-100 μl 
20-200 μl 
30-300 μl

2-20 μl
10-100 μl

2-20 μl
5-50 μl 

20-200 μl
30-300 μl

30-300 μl
P20

P100
P200

U20
U200

2.5-25 μl
10-100 μl 
30-300 μl

2-20 μl
10-100 μl 
20-200 μl

2-20 μl 5-50 μl
50-300 μl

10-100 μl
20-200 μl

2-20 μl
20-200 μl

2-20 μl
10-100 μl 
20-200 μl

BT20 Series – 20 μl Filter TIp

M100  
M200

10-100 μl
20-200 μl

2-20 μl
10-100 μl
20-200 μl

15-300 μl
5-50 μl

10-100 μl 
30-300 μl

2-20, 
10-100, 

50-200 μl

2-20 μl
10-100 μl 
20-200 μl 
30-300 μl

2-20 μl
10-100 μl

2-20 μl
5-50 μl 

20-200 μl
30-300 μl

30-300 μl
P20

P100
P200

U20
U200

2.5-25 μl
10-100 μl 
30-300 μl

2-20 μl
10-100 μl 
20-200 μl

2-20 μl 5-50 μl
50-300 μl

10-100 μl
20-200 μl

2-20 μl
20-200 μl

2-20 μl
10-100 μl 
20-200 μl

BT100 Series – 100 μl Filter Tip

M100
M200 20-200 μl 20-200 μl 15-300 μl

5-50 μl
10-100 μl 
30-300 μl

50-200 μl 20-200 μl
30-300 μl 50-200 μl

5-50 μl
20-200 μl 
30-300 μl

30-300 μl P200 U200
2.5-25 μl
10-100 μl 
30-300 μl

20-200 μl 50-300 μl 20-200 μl 20-200 μl 20-200 μl

BT200 Series – 200 μl Filter Tip

M100
M200 20-200 μl 20-200 μl 15-300 μl

5-50 μl
10-100 μl 
30-300 μl

50-200 μl 20-200 μl
30-300 μl 50-200 μl

5-50 μl
20-200 μl 
30-300 μl

30-300 μl P200 U200
2.5-25 μl
10-100 μl 
30-300 μl

20-200 μl 50-300 μl 20-200 μl 20-200 μl 20-200 μl

BT300 Series – 300 μl Filter Tip

M100
M200 20-200 μl 20-200 μl 15-300 μl

5-50 μl
10-100 μl 
30-300 μl

50-200 μl 20-200 μl
30-300 μl 50-200 μl

5-50 μl
20-200 μl 
30-300 μl

30-300 μl P200 U200
2.5-25 μl
10-100 μl 
30-300 μl

20-200 μl 50-300 μl 20-200 μl 20-200 μl 20-200 μl

BT1000 Series – 1000 μl Filter Tip

200-1000 
μl

100-1000 
μl

100-1000 
μl

100-1000 
μl

100-
1000 μl

100-
1000 μl

100-1000 
μl 

200-1000 
μl

100-1200 
μl P1000 100-1000 

μl
100-1200 

μl
100-1000 

μl
100-1000 

μl
100-1000 

μl
100-1000 

μl

BT1250 Series – 1000-1250 μl Extended Length Filter TIp

200-1000 
μl

100-1000 
μl

100-1000 
μl

100-1000 
μl

100-
1000 μl

100-
1000 μl

100-1000 
μl 

200-1000 
μl

100-1200 
μl P1000 100-1000 

μl
100-1200 

μl
100-1000 

μl
100-1000 

μl
100-1000 

μl
100-1000 

μl

Filter Tip C
om

patibility C
hart



Neptune PN Tip Type Packaging Quantity

2040 Series – 10 µl Micro Tip
2040

1000 tips/bag
20 bags/case

2040.N NP 1000 tip/bag
20 bags/case

2042
10 trays of 96/pack

5 packs/case

2042.S
10 trays of 96/pack

5 packs/case

2042.N NP 10 trays of 96/pack
5 packs/case

2042.NS NP 10 trays of 96/pack
5 packs/case

2047
20 cards of 96/pack

4 packs/case

2047.S
20 cards of 96/pack

4 packs/case

2047.N NP 20 cards of 96/pack
4 packs/case

2047.NS NP 20 cards of 96/pack
4 packs/case

2340 Series – 10 µl Extended Length Tip
2340 NP 1000 tips/bag

20 bags/case

2342 NP 10 trays of 96/pack 
5 packs/case

2342.S NP 10 trays of 96/pack
5 packs/case

2340S3
1000 tips/bag
20 bags/case

2342S3
10 trays of 96/pack 

5 packs/case

2342S3.S
10 trays of 96/pack

5 packs/case

2347
10 cards of 96/pack

10 packs/case

2347.S
10 cards of 96/pack

10 packs/case

2347.N NP 10 cards of 96/pack
10 packs/case

2347.NS NP 10 cards of 96/pack
10 packs/caseActual size
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•	Eco-friendly racks designed for 
minimum plastic consumption

•	Easy-insertion, easy-ejection

•	S3 technology assures the highest 
recovery of your precious sample

FEATURES:

PIPETTE TIPS

Actual size



Neptune PN Tip Type Packaging Quantity

2140 Series – 10 μl EppendorfTM Style Tip 2140
1000 tips/bag 
20 bags/case

2142
10 trays of 96/pack

5 packs/case 

2142.S
10 trays of 96/pack

5 packs/case 

2100 Series – 200 µl Universal Tip 2100.N
1000 tips/bag
10 bags/case

2100
1000 tips/bag
10 bags/case

2102.N
10 trays of 96/pack

5 packs/case

2102.NS
10 trays of 96/pack

5 packs/case

2102
10 trays of 96/pack

5 packs/case

2102.S
10 trays of 96/pack

5 packs/case

2101.N
5 inserts of 192/pack

5 packs/case

2101
5 inserts of 192/pack

5 packs/case

2107.N
10 cards of 96/pack

10 packs/case

2107
10 cards of 96/pack

10 packs/case

2107.S
10 cards of 96/pack

10 packs/case

2100 Series – 200 µl Yellow Universal Tip 2100.YN
1000 tips/bag
10 bags/case

2100.Y
1000 tips/bag
10 bags/case

2102.YN
10 trays of 96/pack

5 packs/case

2102.YNS
10 trays of 96/pack

5 packs/case

2102.Y
10 trays of 96/pack

5 packs/case

2102.YS
10 trays of 96/pack

5 packs/case

2107.YN
10 cards of 96/pack

10 packs/case

2107.Y
10 cards of 96/pack

10 packs/case

2107.YS
10 cards of 96/pack

10 packs/case

15

P
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NP

NP

NP

NP

NP

NP

NP

NP

NP

FEATURES	 Sample Saving Surface	 Pre-Sterile	 Natural Polypropylene

PACKAGING OPTIONS	 Racked	 Rack & Stack	 ESP Reload System	 Bulk
			   Empty rack needed (pg 20)

NP

Actual size

Actual size

Actual size



Neptune PN Tip Type Packaging Quantity

2016 Series – 200 µl Extended Length Gel Tip

Actual size

2016 NP 5 racks of 204/pack
5 packs/case

2016.S NP 5 racks of 204/pack
5 packs/case

2150 Series – 200 µl Extended Length Tip 

Tip image has been reduced to 78% of actual size

2150 NP 1000 tips/bag
5 packs/case

2152 NP 8 racks of 204/pack
3 packs/case

2090 Series – 300 µl Universal Tip

Actual size

2090.N NP 1000 tips/bag
10 bags/case

2090
1000 tips/bag
10 bags/case

2092.N NP 10 trays of 96/pack
5 packs/case

2092.NS NP 10 trays of 96/pack
5 packs/case

2092
10 trays of 96/pack

5 packs/case

2092.S
10 trays of 96/pack

5 packs/case

2097.N NP 10 cards of 96/pack
10 packs/case

2097.NS NP 10 cards of 96/pack
10 packs/case

2097
10 cards of 96/pack

10 packs/case

2097.S
10 cards of 96/pack

10 packs/case

2110 Series – 1000 µl Blue Traditional Shaped Tip

Tip image has been reduced to 84% of actual size

2110.B NP 1000 tips/bag
4 bags/case

2112.96.B NP 8 trays of 96/pack
4 packs/case

2112.96.BS NP 8 trays of 96/pack
4 packs/case

16
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PIPETTE TIPS

FEATURES	 Sample Saving Surface	 Pre-Sterile	 Natural Polypropylene

PACKAGING OPTIONS	 Racked              ESP Reload System	  Bulk
	                          Empty rack needed (pg 20)

NP



Neptune PN Tip Type Packaging Quantity

2160 Series – 1000 µl Universal Tip

Tip image is 85% of actual size

2160 NP 1000 tips/bag
4 bags/case

2162.96 NP 8 racks of 96 tips/pack,  
4 packs/case

2162.96.S NP 8 racks of 96 tips/pack,  
4 packs/case

2167.96 NP 10 cards of 96 tips/pack
5 packs/case

2167.96.S NP 10 cards of 96 tips/pack
5 packs/case

2370 Series – 1000-1250 µl Extended Length Tip

 

Tip image is 72% of actual size

2370
1000 tips/bag
4 bags/case

2370.N NP 1000 tips/bag
4 bags/case

2372.N NP 8 trays of 96/pack
4 packs/case

2372.NS NP 8 trays of 96/pack
4 packs/case

2372
8 trays of 96/pack

4 packs/case

2372.S
8 trays of 96/pack

4 packs/case

2377.N NP 10 cards of 96/pack
5 packs/case

2377.NS NP 10 cards of 96/pack
5 packs/case

2377
10 cards of 96/pack

5 packs/case

2377.S
10 cards of 96/pack

5 packs/case

2250 Series – 5000 µl Tip

Tip image is 58% of actual size

2250 NP 250 tips/bag
10 bags/case

2252.S NP 10 trays of 50/case

17

P
ipette Tips

FEATURES	 Sample Saving Surface	 Pre-Sterile	 Natural Polypropylene

PACKAGING OPTIONS	 Racked              ESP Reload System	  Bulk
	                          Empty rack needed (pg 20)

NP
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2040 Series – 10 μl Micro Tip

0.5-10 
μl 0.5-10 μl 0.5-10 μl 0.1-2.5 μl

0.5-10 μl
0.1-2.5 μl 
0.5-10 μl

0.1-2.5 μl
0.5-10 μl

0.5-10 μl
5-50 μl

1-10 μl
0.5-10 µl

0.2-2 µl 
1-10 μl

P2
P10

0.2-2 μl
1-10 μl 0.5-10 μl 0.1-2 μl 0.5-10 

μl 1-10 μl 0.1-2 μl
0.5-10 μl

2340 Series – 10 μl Extended Length Tip

M10 0.5-10 
μl 0.5-10 μl 0.5-10 μl

0.1-2.5 μl
0.5-10 μl

2-20µl

0.1-2.5 μl
0.5-10 μl

0.1-2.5 μl
0.5-10 μl

0.5-10 μl
5-50 μl

1-10 μl
0.5-10 µl

0.2-2 µl 
1-10 μl

P2 
P10

0.2-2 μl
1-10 μl 0.5-10 μl 0.1-2 μl 0.5-10 

μl 1-10 μl 0.1-2 μl
0.5-10 μl

2140 Series – 10 μl EppendorfTM Style Tip

M10 0.5-10 
μl 0.5-10 μl 0.5-10 μl

0.1-2.5 μl 
0.5-10 μl 

2-20µl

0.1-2.5 μl 
0.5-10 μl

0.1-2.5 μl
0.5-10 μl

0.5-10 μl
5-50 μl 1-10 μl 0.2-2 µl 

1-10 μl
P2

P10
0.2-2 μl
1-10 μl 0.5-10 μl 0.1-2 μl 0.5-10 

μl 1-10 μl 0.1-2 μl
0.5-10 μl

2100 Series – 200 μl Universal Tip

M100 
M200

10-100 μl
20-200 μl

2-20 μl
10-100 μl
20-200 μl

15-300 
μl

5-50 μl
10-100 μl 
30-300 μl

2-20 
10-100

50-200 μl

2-20 μl
10-100 μl 
20-200 μl 
30-300 μl

2-20 μl
10-100 μl

2-20 μl
5-50 μl 

20-200 μl
30-300 μl

2 - 20µl
5 - 50µl

10 - 100µl
20 - 200µl

5-50 µl
20-200 µl 
30-300 μl

2-20 µl
5-50 µl

20-200 µl

P20
P100
P200

U20
U200

2.5-25 μl
10-100 μl 
30-300 μl

2-20 μl
10-100 μl 
20-200 μl

2-20 μl
5-50 μl
50-300 

μl

10-100 μl
20-200 μl

2-20 μl
20-200 

μl

2-20 μl
10-100 μl 
20-200 μl

2016 Series – 200 μl Extended Length Gel Tip*

M100  
M200

10-100 μl
20-200 μl

2-20 μl
10-100 μl
20-200 μl

15-300 
μl

5-50 μl
10-100 μl 
30-300 μl

2-20 
10-100

50-200 μl

2-20 μl
10-100 μl 
20-200 μl 
30-300 μl

2-20 μl
10-100 μl

2-20 μl
5-50 μl 

20-200 μl
30-300 μl

30-300 μl
P20

P100
P200

U20
U200

2.5-25 μl
10-100 μl 
30-300 μl

2-20 μl
10-100 μl 
20-200 μl

2-20 μl 10-100 μl
20-200 μl

2-20 μl
20-200 

μl

2-20 μl
10-100 μl 
20-200 μl

2150 Series – 200 μl Extended Length Tip*

M100  
M200

10-100 μl
20-200 μl

2-20 μl
10-100 μl
20-200 μl

15-300 
μl

10-100 μl 
30-300 μl

2-20  
10-100 

50-200 μl

2-20 μl
10-100 μl 
20-200 μl 
30-300 μl

2-20 μl
10-100 μl

5-50 μl 
20-200 μl
30-300 μl

30-300 μl P100
P200 U200

2.5-25 μl
10-100 μl 
30-300 μl

10-100 μl 
20-200 μl

10-100 μl
20-200 μl

20-200 
μl

10-100 μl 
20-200 μl

2090 Series – 300 μl Universal Tip
M100
M200
M300

10-100 μl
20-200 μl
30-300µl

20-200 μl 15-300 
μl

5-50 μl
10-100 μl 
30-300 μl

50-200 μl 20-200 μl
30-300 μl 50-200 μl 15-

300µl

5-50 μl
20-200 μl 
30-300 μl

30-300 μl
50-300µl 30-300 μl P200 U200

2.5-25 μl
10-100 μl 
30-300 μl

20-200 μl 50-300 
μl 20-200 μl

2-20 μl
20-200 

μl

2-20 μl
10-100 μl 
20-200 μl

2110 Series – 1000 μl Traditional Shaped Tip*

M1000 200-
1000 μl 100-1000 μl 100-1000 

μl
100-

1000 μl
100-

1000 μl
100-

1000 μl
50-

1000µl
100-1000 μl
200-1000 μl

100 - 
1000µl

100-1200 
μl

100 - 
1000µl P1000 100-1000 

μl
100-

1200 μl
100-1000 

μl 100-1000 μl 100-
1000 μl 100-1000 μl

2160 Series – 1000 μl Universal Tip*

M1000 200-
1000 μl 100-1000 μl 100-1000 

μl
100-

1000 μl
100-

1000 μl
100-

1000 μl
50- 

1000µl
100-1000 μl 
200-1000 μl

100 - 
1000µ

100-1200 
μl

100 - 
1000µl P1000 100-1000 

μl
100-

1200 μl
100-1000 

μl 100-1000 μl 100-
1000 μl 100-1000 μl

2370 Series – 1000-1250 μl Extended Length TIp

M1000 200-
1000 μl 100-1000 μl 100-1000 

μl
100-

1000 μl
100-

1000 μl
100-

1000 μl
50- 

1000µl
100-1000 μl
200-1000 μl

100 - 
1000µl

100-1200 
μl

100 - 
1000µl P1000 100-1000 

μl
100-

1200 μl
100-1000 

μl 100-1000 μl 100-
1000 μl 100-1000 μl

2250 Series – 5000 μl Tip

P5000 U5000

P
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y 
C

ha
rt

PIPETTE TIP COMPATIBILITY CHART
*Pipette tip series marked with asterisk are not compatible with multichannel pipettors.
Compatibility is determined by fit of tip onto the pipettor, and the ability to meet manufacturer's specification when pipettors are calibrated with tip.
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Pipettor Brand/Model
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2040 Series – 10 μl Micro Tip

0.5-10 
μl 0.5-10 μl 0.5-10 μl 0.1-2.5 μl

0.5-10 μl
0.1-2.5 μl 
0.5-10 μl

0.1-2.5 μl
0.5-10 μl

0.5-10 μl
5-50 μl

1-10 μl
0.5-10 µl

0.2-2 µl 
1-10 μl

P2
P10

0.2-2 μl
1-10 μl 0.5-10 μl 0.1-2 μl 0.5-10 

μl 1-10 μl 0.1-2 μl
0.5-10 μl

2340 Series – 10 μl Extended Length Tip

M10 0.5-10 
μl 0.5-10 μl 0.5-10 μl

0.1-2.5 μl
0.5-10 μl

2-20µl

0.1-2.5 μl
0.5-10 μl

0.1-2.5 μl
0.5-10 μl

0.5-10 μl
5-50 μl

1-10 μl
0.5-10 µl

0.2-2 µl 
1-10 μl

P2 
P10

0.2-2 μl
1-10 μl 0.5-10 μl 0.1-2 μl 0.5-10 

μl 1-10 μl 0.1-2 μl
0.5-10 μl

2140 Series – 10 μl EppendorfTM Style Tip

M10 0.5-10 
μl 0.5-10 μl 0.5-10 μl

0.1-2.5 μl 
0.5-10 μl 

2-20µl

0.1-2.5 μl 
0.5-10 μl

0.1-2.5 μl
0.5-10 μl

0.5-10 μl
5-50 μl 1-10 μl 0.2-2 µl 

1-10 μl
P2

P10
0.2-2 μl
1-10 μl 0.5-10 μl 0.1-2 μl 0.5-10 

μl 1-10 μl 0.1-2 μl
0.5-10 μl

2100 Series – 200 μl Universal Tip

M100 
M200

10-100 μl
20-200 μl

2-20 μl
10-100 μl
20-200 μl

15-300 
μl

5-50 μl
10-100 μl 
30-300 μl

2-20 
10-100

50-200 μl

2-20 μl
10-100 μl 
20-200 μl 
30-300 μl

2-20 μl
10-100 μl

2-20 μl
5-50 μl 

20-200 μl
30-300 μl

2 - 20µl
5 - 50µl

10 - 100µl
20 - 200µl

5-50 µl
20-200 µl 
30-300 μl

2-20 µl
5-50 µl

20-200 µl

P20
P100
P200

U20
U200

2.5-25 μl
10-100 μl 
30-300 μl

2-20 μl
10-100 μl 
20-200 μl

2-20 μl
5-50 μl
50-300 

μl

10-100 μl
20-200 μl

2-20 μl
20-200 

μl

2-20 μl
10-100 μl 
20-200 μl

2016 Series – 200 μl Extended Length Gel Tip*

M100  
M200

10-100 μl
20-200 μl

2-20 μl
10-100 μl
20-200 μl

15-300 
μl

5-50 μl
10-100 μl 
30-300 μl

2-20 
10-100

50-200 μl

2-20 μl
10-100 μl 
20-200 μl 
30-300 μl

2-20 μl
10-100 μl

2-20 μl
5-50 μl 

20-200 μl
30-300 μl

30-300 μl
P20

P100
P200

U20
U200

2.5-25 μl
10-100 μl 
30-300 μl

2-20 μl
10-100 μl 
20-200 μl

2-20 μl 10-100 μl
20-200 μl

2-20 μl
20-200 

μl

2-20 μl
10-100 μl 
20-200 μl

2150 Series – 200 μl Extended Length Tip*

M100  
M200

10-100 μl
20-200 μl

2-20 μl
10-100 μl
20-200 μl

15-300 
μl

10-100 μl 
30-300 μl

2-20  
10-100 

50-200 μl

2-20 μl
10-100 μl 
20-200 μl 
30-300 μl

2-20 μl
10-100 μl

5-50 μl 
20-200 μl
30-300 μl

30-300 μl P100
P200 U200

2.5-25 μl
10-100 μl 
30-300 μl

10-100 μl 
20-200 μl

10-100 μl
20-200 μl

20-200 
μl

10-100 μl 
20-200 μl

2090 Series – 300 μl Universal Tip
M100
M200
M300

10-100 μl
20-200 μl
30-300µl

20-200 μl 15-300 
μl

5-50 μl
10-100 μl 
30-300 μl

50-200 μl 20-200 μl
30-300 μl 50-200 μl 15-

300µl

5-50 μl
20-200 μl 
30-300 μl

30-300 μl
50-300µl 30-300 μl P200 U200

2.5-25 μl
10-100 μl 
30-300 μl

20-200 μl 50-300 
μl 20-200 μl

2-20 μl
20-200 

μl

2-20 μl
10-100 μl 
20-200 μl

2110 Series – 1000 μl Traditional Shaped Tip*

M1000 200-
1000 μl 100-1000 μl 100-1000 

μl
100-

1000 μl
100-

1000 μl
100-

1000 μl
50-

1000µl
100-1000 μl
200-1000 μl

100 - 
1000µl

100-1200 
μl

100 - 
1000µl P1000 100-1000 

μl
100-

1200 μl
100-1000 

μl 100-1000 μl 100-
1000 μl 100-1000 μl

2160 Series – 1000 μl Universal Tip*

M1000 200-
1000 μl 100-1000 μl 100-1000 

μl
100-

1000 μl
100-

1000 μl
100-

1000 μl
50- 

1000µl
100-1000 μl 
200-1000 μl

100 - 
1000µ

100-1200 
μl

100 - 
1000µl P1000 100-1000 

μl
100-

1200 μl
100-1000 

μl 100-1000 μl 100-
1000 μl 100-1000 μl

2370 Series – 1000-1250 μl Extended Length TIp

M1000 200-
1000 μl 100-1000 μl 100-1000 

μl
100-

1000 μl
100-

1000 μl
100-

1000 μl
50- 

1000µl
100-1000 μl
200-1000 μl

100 - 
1000µl

100-1200 
μl

100 - 
1000µl P1000 100-1000 

μl
100-

1200 μl
100-1000 

μl 100-1000 μl 100-
1000 μl 100-1000 μl

2250 Series – 5000 μl Tip

P5000 U5000

P
ipette Tip C

om
patibility C

hart

*Pipette tip series marked with asterisk are not compatible with multichannel pipettors.
Compatibility is determined by fit of tip onto the pipettor, and the ability to meet manufacturer's specification when pipettors are calibrated with tip.



Neptune PN Packaging Quantity Compatible Tips

2042.T Tray with insert card for bulk tips
1 tray

50 trays/case
2040 Series

2047.T Tray without insert card for ESP reload
1 tray

48 trays/case
2040 Series

2342.T Tray with insert card for bulk tips
1 tray

50 trays/case
2340 Series
2140 Series 

2347.T Tray without insert card for ESP reload
1 tray

50 trays/case
2340 Series

2102.T Tray with insert card for bulk tips
1 tray

50 trays/case
2100 Series 

2107.T Tray without insert card for ESP reload
1 tray

48 trays/case
2100 Series
BT20 Series 

2092.T Tray with insert card for bulk tips
1 tray

50 trays/case
2090 Series 

2097.T Tray without insert card for ESP reload
1 tray

50 trays/case
2090 Series
BT200 Series 

2162.T Tray with insert card for bulk tips & ESP reload
1 tray

30 trays/case
2110 Series
2160 Series 

2372.T Tray with insert card for bulk tips 
1 tray

32 trays/case
2370 Series

2377.T Tray without insert card for ESP reload
1 tray

32 trays/case
2370 Series
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Manufactured from recycled polypropylene and developed 
to use the least amount of plastic. These spare trays are 
designed to fit Neptune’s 10 µl, 10XL, 20 µl, 200 µl, 300 µl, 
1000 µl and 1000XL pipette tips. 

FEATURES:

•	Recyclable tray

•	Maximum space saving design

•	Less waste – reduce plastic waste by up to 90% over 
conventional trays in combination with our patented 
ESP reload system

SPARE TRAYS



Wolf Laboratories Limited
www.wolflabs.co.uk

Tel: 01759 301142         Fax:01759 301143         sales@wolflabs.co.uk

Use the above details to contact us if this literature doesn't answer all your
questions.

Pricing on any accessories shown can be found by keying the part number
into the search box on our website.

   
    The specifications listed in this brochure are subject to change by the manufacturer and therefore cannot be guaranteed to be 
correct. If there are aspects of the specification that must be guaranteed, please provide these to our sales team so that details can 
                                                                                                    be confirmed.
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