Technical Specification for all models — CSL-NHYBRID -BASIC, VX, ORB, REC & ROC

Display 3.5” 64K colour-TFT display

Controller 32-bit Microprocessor-control

Control interface Touch screen & Graphical interface

Timer / Resolution Continuous; Programmable 1-9999’ with alarm / 1’
Temperature Control Range / Resolution Ambient +5°C to 85°C / 0.1°C

Temperature Uniformity / Accuracy at 37°C +0.2°C

Temperature Calibration Yes

Dimensions (w x b X H) Inner Chamber 34x22.5x26cm

Exterior 44.2x46.2x45.2cm

Platform Dimensions 27x20cm (20x30cm for CSL-NHYBRIDVX)

Data-logging capacity RS-232

Operating Voltage 110/220V~ 50/60Hz (Dual, selectable)

Construction / Weight Painted metal chassis; ABS front door panel / 29kg

Safety features Safety-door & thermal safety switches; auto shut-off upon fan failure;

auto-recovery after power failure
N.B. CSL reserves the right to change the specification without notice
Incubator Model CSL-NHYBRIDVX CSL-NHYBRIDORB CSL-NHYBRIDREC | CSL-NHYBRIDROC
Shaker motion Vortex Orbital (clockwise &anticlockwise) Reciprocal Rocking
Speed 50-1500rpm 0-200rpm 5-100rpm 5-100rpm
o . . . Optional rotisserie speed 5-100rpm 5-100rpm 5-100rpm 5-100rpm
Hybridisation Rotisserie (_)pt|ons Resolution Trom Trom Trom Trom
for all models except basic:

CSL-HYB-8RT for 8x40mm N.B. CSL reserves the right to change the specification without notice

glass tubes Ordering Information

CSL-NHYBRIDBASIC incubator

CSL-NHYBRIDBASIC Incubator with 2x stainless steel mesh-shelves — 110/240 VAC

Accessories

CSL-HYB-SSMP 1x Stainless steel mesh plate, 32.5 x 34.5¢m, with 4x holders

CSL-NHYBRIDVX & CSL-NHYBRIDROC incubators

CSL-NHYBRIDVX Vortex Incubator with 20x30cm platform for 4 microplates (no rotisserie) — 110/240 VAC
GSL-HYB-16RT and CSL-HYB- CSL-NHYBRIDROC Rocking-shaker Incubator with 27x20cm platform (no rotisserie) — 110/240 VAC
concal s oo
conical tubes Hybridisation Rotisserie Options

CSL-HYB-8RT 1x Rotisserie for 8x40mm glass tubes (CSL-HYBBT40X150, CSL-HYBBT40X200 & CSL-

HYBBT40X300; tubes not included)
CSL-HYB-16RT 1x Rotisserie for 16x50ml disposable conical tubes (tubes not included)
CSL-HYB-24RT 1x Rotisserie for 24x15ml disposable conical tubes (tubes not included)

e.g. To purchase a vortex incubator with one 8-tube rotisserie and one 16-tube rotisserie, use codes (quantities): CSL-NHYBRIDVX (1
off), CSL-HYB-8RT (1 off) and CSL-HYB-16RT (1 off)

Accessories

«

CSL-HYBBT40X150 1x Glass tube 40x150mm (p x L) for CSL-HYB-8RT %

CSL-HYBBT40X200 1x Glass tube 40x200mm (p x L) for CSL-HYB-8RT ;
Extra 27x20cm Platform Option: CSL-HYBBT40X300 1x Glass tube 40x300mm (p x L) for CSL-HYB-8RT _g
For Orbital & Reciprocal models §

CSL-NHYBRIDORB Orbital-shaking Incubator with 27x20cm platform (no rotisserie) — 120/240 VAC =

CSL-NHYBRIDREC Reciprocal-shaking Incubator with 27x20cm platform (no rotisserie) — 110/240 VAC

CSL-HYB-8RT 1x Rotisserie for 8x40mm glass tubes (CSL-HYBBT40X150, CSL-HYBBT40X200 &

CSL-HYBBT40X300; tubes not included)

CSL-HYB-16RT 1x Rotisserie for 16x50ml disposable conical tubes (tubes not included)

CSL-HYB-24RT 1x Rotisserie for 24x15ml disposable conical tubes (tubes not included)
Flask Holder Options:
For up to 4x500m and CSL-NHYB-P2720 égiitm\%ﬁsﬁccn}npclﬂgg{gss(with 4x 10cm pillars) to double capacity of CSL-NHYBRIDORB &
g)((azcisporg](g:arfll:)stjgrsorbnal b CSL-NHYBFH-250 1x250ml flask holder for CSL-NHYBRIDORB & CSL-NHYBRIDREC platforms

CSL-NHYBFH-500 1x500ml flask holder for CSL-NHYBRIDORB & CSL-NHYBRIDREC platforms

CSL-NHYBFH-250-SET | 5x250ml flask holders for CSL-NHYBRIDORB & CSL-NHYBRIDREC platforms

CSL-NHYBFH-500-SET | 4x500m! flask holders for CSL-NHYBRIDORB & CSL-NHYBRIDREG platforms

CSL-HYBBT40X150 1x Glass tube 40x150mm (o x ) for CSL-HYB-8RT

CSL-HYBBT40X200 1x Glass tube 40x200mm (o x ) for CSL-HYB-8RT

CSL-HYBBT40X300 1x Glass tube 40x300mm (p x 1) for CSL-HYB-8RT

e.g. To purchase an orbital incubator with one 8-tube rotisserie, an extra 27x20cm platform and four 500ml flask holders, use codes
(quantities): CSL-NHYBRIDORB (1 off), CSL-HYB-8RT (1 off), CSL-NHYB-P2720 (1 off) and CSL-NYHYBFH-500-SET (1 off)
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Wolf Laboratories Limited

www.wolflabs.co.uk
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Wolflabs Tel: 01759 301142 Fax:01759 301143 sales@wolflabs.co.uk

Use the above details to contact us if this literature doesn't answer all your
guestions.

Pricing on any accessories shown can be found by keying the part number
into the search box on our website.

The specifications listed in this brochure are subject to change by the manufacturer and therefore cannot be guaranteed to be
correct. If there are aspects of the specification that must be guaranteed, please provide these to our sales team so that details can
be confirmed.
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