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Pipette Filler

Features

•� ��Compatible with most ofthe plastic and glass pipettes from 
   0.1 -100ml
•� Eight speeds of selection for aspiration and dispensing different liquids
•� �Large LCD display showing low battery warning and speed settings
•� Enables single-handed operation with minimum effort
•� Light and ergonomic design providing easy usability
•� High capacity Li-ion battery enable long runtime of operation
•� Powerful pump fills a 25mL pipette in<5 seconds
•� 0.45μm replaceable Hydrophobic filter
•� Rechargeable during use

Large LCD display showing low battery 
warning and speed settings

Select the desired coarse speed 
by pressing the button +/-

Silicone adapter for 0.1-100ml 
pipette tip, fully autoclavable

Aspiration and dispensing
operation buttons

Operating button for motor and gravity dispensing

Hydrophobic filter 0.45μm

Levo Plus 
Pipette Filler

Specifications

Aspiration Speed 25ml < 5s (8 shift)

Dispensing Speed Motor (8 shift) / Gravity

Battery Lithium-lon

Battery Service Life More than 8 Hours of Intermittence Use

Charging Time 2-3 Hours

Pipette Types Glass or Plastic Pipette (0.1-100mL), Pasteur Pipettes

Filter 0.45 μm Hydrophobic

Weight 200g



Wolf Laboratories Limited
www.wolflabs.co.uk

Tel: 01759 301142         Fax:01759 301143         sales@wolflabs.co.uk

Use the above details to contact us if this literature doesn't answer all your
questions.

Pricing on any accessories shown can be found by keying the part number
into the search box on our website.

   
    The specifications listed in this brochure are subject to change by the manufacturer and therefore cannot be guaranteed to be 
correct. If there are aspects of the specification that must be guaranteed, please provide these to our sales team so that details can 
                                                                                                    be confirmed.
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