Constructed from enamelled steel, this fridge from
the Labcold Basic Range is designed to provide
basic storage at a lower price while still providing the
confidence of the Labcold name and support.

Lower cost production methods have been used
in order to offer the best price possible without
significant sacrifices in the important areas of function
and reliability.
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Refrigerator
Part Number RLFR1804
Capacity (Litres) 505
Style Freestanding
Exterior Dimensions
(HxWxD) 1710x 765 x 725mm
Interior Dimensions
(HxWxD) 1430 x 640 x 500mm
Temperature Display Analogue
Energy Consumption 2.4 kWh/24h
Operating Temperature +4°C
Temperature Set Point o .
Range +2°C to +10°C
Sparkfree x
Interior Construction Painted Aluminium
Exterior Construction White Enamel
Shelves 4
Door Hinging Right
Door Style Solid
2 feet at front
Feet 2 castors at back
Door Lock 4
Auto Defrost v
Fan Circulated v
Ammonia Free 4

This 505 litre fridge has four adjustable shelves and castors
at the back of the unit to allow for easy manoeuvrability
and ease of cleaning. A temperature display shows you the
temperature inside the cabinet and has autodefrost for
your convenience.
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Wolflabs Tel: 01759 301142 Fax:01759 301143 sales@wolflabs.co.uk

Use the above details to contact us if this literature doesn't answer all your
guestions.

Pricing on any accessories shown can be found by keying the part number
into the search box on our website.

The specifications listed in this brochure are subject to change by the manufacturer and therefore cannot be guaranteed to be
correct. If there are aspects of the specification that must be guaranteed, please provide these to our sales team so that details can
be confirmed.
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