
Manual - 
Vacuum is adjusted by user 
using valve Standard Two Point Control - 

Vacuum is automatically  
controlled at set point using 
on/off solenoid valve

Economic - 
Pump automatically turns on/off 
based on demand for vacuum

Ecoflex - 
Pump speed is automatically 
varied to control vacuum 

1.  With Schuko and UK plug leads
2.  With US plug lead
3.  With JP plug lead

4.  These pumps can be delivered on request
5.  With Schuko, UK and US plug leads
     (other country specific plug leads available upon request, please see p. 32)

Please see the pump selection 
reference chart on p. 1 for your 
specific needs.
•	 Rotary Evaporator
•	 Vacuum Oven
•	 Multi-User Vacuum Network

 Applications

1.2(20)  0.7(20) 2(1.5) 3 LVS 105 T -10 ef 9.5(20.9) 25x26x43.5 1 3 114184 5 114184 5 114184 5

1.0(16.7) 0.6(18) 8(6) 3 LVS 101 Z w/gauge 11.6(25.6) 35x32x44 1 3 115027 115027-01 115027-05
3 LVS 110 Z 12.7(27.9) 1 3 115024 115024-01 115024-05

2.0(33) 1.3(36) 2(1.5) 3 LVS 201 T 15.0(33.1) 35x32x44 1 115037 115037-01 115037-05
3 LVS 201 T w/gauge 15.3(33.7) 1 3 115037-10 115037-11 115037-12

3 LVS 210 T 15.7(34.2) 1 3 115034 115034-01 115034-05

2.2(36) 1.3(36) 2(1.5) 3 LVS 210 T ef 19.0(41.9) 35x32x44 1 3 115234 115234-01 ----

2.3 (38) 1.5(41) 8(6) LVS 300 Z 16.1(35.5)  35x32x44 1 115041 115041-01 115041-05
3 LVS 301 Z 16.0(35.3) 1 115047 115047-01 115047-05
3 LVS 301 Z w/gauge 16.3(35.9) 1 3 115047-10 115047-11 115047-12
3 LVS 302 Z 16.7(36.8) 2 115043 115043-01 115043-05

3 LVS 310 Z 17.8(39.2) 1 3 115044 115044-01 115044-05
3 3 LVS 311 Z 18.1(39.9) 1 1 3 115045 115045-01 115045-05

3 LVS 320 Z 18.4(40.6) 2 3 115046 115046-01 115046-05

2.6(43) 1.6(43) 8(6) 3 LVS 310 Z ef 19.9(43.9)  35x32x44 1 3 115244 115244-01 ----

4.5(75) 2.9(81) 2(1.5) LVS 600 T 23.2(51.1) 35x32x44 1 115051 115051-01 115051-05
3 LVS 601 T 23.1(50.9) 1 115057 115057-01 115057-05
3 LVS 601 T w/gauge 23.5(51.8) 1 3 115057-10 115057-11 115057-12
3 LVS 602 T 23.9(52.7) 2 115053 115053-01 115053-05

3 LVS 610 T 24.4(53.8) 1 3 115054 115054-01 115054-05
3 3 LVS 611 T 25.0(55.1) 1 1 3 115055 115055-01 115055-05

3 LVS 620 T 25.3(55.8) 2 3 115056 115056-01 115056-05

4.9(81) 2.9(81) 2(1.5) 3 LVS 610 T ef 26.8(59.1) 35x32x44 1 3 115254 115254-01 ----

8.3(138) 5.3(151) 2(1.5) 3 LVS 1210 T 36.3(80.0) 54x33x46 1 3 115064 115064-01 115064-05

9.1(151) 5.3(151) 2(1.5) 3 LVS 1210 T ef 37.1(81.8) 54x33x46 1 3 115264 115264-01 ----

Netvac LVS Systems

2.3 (38) 1.5(41) 8(6) 3 LVS 310 Z en 17.5(38.6)  35x32x44 1 3  115248-02 115248-03 o.r. 4

4.5(75) 2.9(81) 2(1.5) 3 LVS 610 T en 24.7(54.5)  35x32x44 1 3  115258-02 115258-03 o.r. 4
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Laboratory Vacuum Systems (LVS)

12

Fr
ee

 A
ir 

Di
sp

la
ce

m
en

t

Ul
tim

at
e 

Pr
es

su
re

W
ei

gh
t, 

kg
(lb

s)

Ilm
va

c 
M

od
el

m3/h(L/min)
@50Hz

cfm(L/min)
@60Hz mbar(torr)

LVS 110 Z 

LVS 210 T

LVS 300 Z

LVS 301 Z

LVS 311 Z

M
an

ua
l 

Va
cu

um
 C

on
tro

l
St

an
da

rd
 Tw

o 
Po

in
t

Va
cu

um
 C

on
tro

l
Ec

ofl
ex

 
 V

ac
uu

m
 C

on
tro

l
Ec

on
om

ic
Va

cu
um

 C
on

tro
l

LVS Models



Manual Regulated
Connections

Controller Regulated 
Connections

With Dial Vacuum Gauge
With a Digital  

Vacuum Controller

Simultaneous operation of two 
independent vacuum processes

Every LVS system is supplied with a Chemical Duty Diaphragm Pump and a DN 8 hose
connector. Some configurations also come with a vacuum control package and capture 
solvent recovery system depending on your needs. Comes pre-assembled and ready to use.

1.2(20)  0.7(20) 2(1.5) 3 LVS 105 T -10 ef 9.5(20.9) 25x26x43.5 1 3 114184 5 114184 5 114184 5

1.0(16.7) 0.6(18) 8(6) 3 LVS 101 Z w/gauge 11.6(25.6) 35x32x44 1 3 115027 115027-01 115027-05
3 LVS 110 Z 12.7(27.9) 1 3 115024 115024-01 115024-05

2.0(33) 1.3(36) 2(1.5) 3 LVS 201 T 15.0(33.1) 35x32x44 1 115037 115037-01 115037-05
3 LVS 201 T w/gauge 15.3(33.7) 1 3 115037-10 115037-11 115037-12

3 LVS 210 T 15.7(34.2) 1 3 115034 115034-01 115034-05

2.2(36) 1.3(36) 2(1.5) 3 LVS 210 T ef 19.0(41.9) 35x32x44 1 3 115234 115234-01 ----

2.3 (38) 1.5(41) 8(6) LVS 300 Z 16.1(35.5)  35x32x44 1 115041 115041-01 115041-05
3 LVS 301 Z 16.0(35.3) 1 115047 115047-01 115047-05
3 LVS 301 Z w/gauge 16.3(35.9) 1 3 115047-10 115047-11 115047-12
3 LVS 302 Z 16.7(36.8) 2 115043 115043-01 115043-05

3 LVS 310 Z 17.8(39.2) 1 3 115044 115044-01 115044-05
3 3 LVS 311 Z 18.1(39.9) 1 1 3 115045 115045-01 115045-05

3 LVS 320 Z 18.4(40.6) 2 3 115046 115046-01 115046-05

2.6(43) 1.6(43) 8(6) 3 LVS 310 Z ef 19.9(43.9)  35x32x44 1 3 115244 115244-01 ----

4.5(75) 2.9(81) 2(1.5) LVS 600 T 23.2(51.1) 35x32x44 1 115051 115051-01 115051-05
3 LVS 601 T 23.1(50.9) 1 115057 115057-01 115057-05
3 LVS 601 T w/gauge 23.5(51.8) 1 3 115057-10 115057-11 115057-12
3 LVS 602 T 23.9(52.7) 2 115053 115053-01 115053-05

3 LVS 610 T 24.4(53.8) 1 3 115054 115054-01 115054-05
3 3 LVS 611 T 25.0(55.1) 1 1 3 115055 115055-01 115055-05

3 LVS 620 T 25.3(55.8) 2 3 115056 115056-01 115056-05

4.9(81) 2.9(81) 2(1.5) 3 LVS 610 T ef 26.8(59.1) 35x32x44 1 3 115254 115254-01 ----

8.3(138) 5.3(151) 2(1.5) 3 LVS 1210 T 36.3(80.0) 54x33x46 1 3 115064 115064-01 115064-05

9.1(151) 5.3(151) 2(1.5) 3 LVS 1210 T ef 37.1(81.8) 54x33x46 1 3 115264 115264-01 ----

Netvac LVS Systems

2.3 (38) 1.5(41) 8(6) 3 LVS 310 Z en 17.5(38.6)  35x32x44 1 3  115248-02 115248-03 o.r. 4

4.5(75) 2.9(81) 2(1.5) 3 LVS 610 T en 24.7(54.5)  35x32x44 1 3  115258-02 115258-03 o.r. 4
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Ordering Matrix
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100V, 
50/60Hz, 1 Ph 3

LVS 320 Z

LVS 310 Z ef

Additional accessories are  
available. Please see p. 27.
 
Software Kit for LVS & VCB 521
CAT. No. 620637-01

Accessories

LVS Models

LVS 601 T



Wolf Laboratories Limited
www.wolflabs.co.uk

Tel: 01759 301142         Fax:01759 301143         sales@wolflabs.co.uk

Use the above details to contact us if this literature doesn't answer all your
questions.

Pricing on any accessories shown can be found by keying the part number
into the search box on our website.

   
    The specifications listed in this brochure are subject to change by the manufacturer and therefore cannot be guaranteed to be 
correct. If there are aspects of the specification that must be guaranteed, please provide these to our sales team so that details can 
                                                                                                    be confirmed.
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